
TYPICAL PERVIOUS PAVING CROSS-SECTION
SCALE= 1:25
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INCOMING PIPEWORK FROM
ROOFWATER DRAINAGE WHERE APPLICABLE

250mm LOWER SUB-BASE 63-10mm STONE*

INBITEX NON-WOVEN GEOTEXTILE
SEPARATION/ TREATMENT LAYER

50mm OF 5mm CLEAN STONE*

JOINTING (2-6mm AGGREGATE)

PERMEABLE BLOCK PAVING TO LANDSCAPE
ARCHITECTS DETAILS

PERFORATED DISPERSION PIPE

150mm UPPER SUB-BASE 20-5mm STONE*

PIPE SURROUND AND
BACKFILL TO COMPRISE
TII CLAUSE 505 TYPE B
COARSE AND LIGHT-WEIGHT
AGGREGATE TO TABLE 5/5
MCDRW SERIES 500

PERMEABLE GEOTEXTILE FILTER

SC MEMBRANE

PERFORATED PIPE

FILTER DRAIN - TYPICAL SECTION
SCALE 1:25

PLANTING TO LANDSCAPE
ARCHITECTS DETAIL
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PERMEABLE GEOTEXTILE WITH A MIN. 135
l/m²/s AS PER BS EN ISO 10319:2015

300mmØ PERFORATED uPVC PIPE
WRAPPED IN PERMEABLE GEOTEXTILE

TOPSOIL SHALL MEET REQUIREMENTS OF
BS 3882:1994

STORAGE LAYER OF CLEAN CRUSHED,
WASHED, 20-50mm ANGULAR STONE

WITH POROSITY 30-40%
UNDERLYING SOIL MUST NOT BE
COMPACTED IN INFILTRATION AREAS

INFILTRATION TO GROUNDWATER
FROM LAND DRAIN. INFILTRATION

TEST TO BE COMPLETED TO
DETERMINE INFILTRATION RATE AT

EACH PROPOSED LOCATION IN
ACCORDANCE WITH BRE

GUIDANCE

SECONDARY OVERFLOW TO DISCHARGE
TO HOPPER

5mm MIN. BAUER SEDUM SYSTEM OR
SIMILAR APPROVED

 80mm MIN.  SUBSTRATE

 20mm MIN.  DRAINAGE LAYER

BAUER GRATED FLOW CONTROL OUTLET
WITH OVERFLOW OR SIMILAR APPROVED

INSULATION & VAPOUR LAYER

ROOF STRUCTURE

100mmØ PIPE OUTLET

DRAINAGE AGGREGATE

GEOTEXTILE

GREEN ROOF
SCALE 1:25

DETENTION BASIN - TYPICAL SECTION
SCALE 1:25
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SLOPED GRASSED/ LANDSCAPED BANK

SWALE - TYPICAL SECTION
SCALE 1:25

VARIES

DESIGN TWL

PLANTING TO LANDSCAPE
ARCHITECTS DETAIL

GRASS REINFORMCEMENT SYSTEM TO
SWALE SIDES IN ACCORDANCE WITH BS

6717:2001UNDERLYING SOIL MUST NOT BE
COMPACTED IN INFILTRATION AREAS

3 OR 4
1

15
0

FR
EE

BO
AR

D

VARIES

15
0

FR
EE

BO
AR

D

3 OR 4
1

Head Office,
9 Prussia Street,
Dublin 7.
D07 KT57

TEL  +353 (0)1  8682000

e: contactus@ocsc.ie
w: www.ocsc.ie

Drn by: Aprvd by:Chkd by:

Code Status Revision

Date: Scale:             @ A1

Project:

Title:

Originator Zone Type Role NumberLevel

Rev No. Date Revision Note Drn by Chkd by
· FOR SETTING OUT REFER TO ARCHITECT'S DRAWINGS.
· THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL OTHER

ARCHITECTURAL AND ENGINEERING DRAWINGS AND ALL OTHER
RELEVANT DRAWINGS AND SPECIFICATIONS.

· DO NOT SCALE THIS DRAWING. USE FIGURED DIMENSIONS ONLY.
· NO PART OF THIS DOCUMENT MAY BE REPRODUCED OR TRANSMITTED

IN ANY FORM OR STORED IN ANY RETRIEVAL SYSTEM OF ANY NATURE
WITHOUT THE WRITTEN PERMISSION OF O'CONNOR SUTTON CRONIN
AS COPYRIGHT HOLDER EXCEPT AS AGREED FOR USE ON THE PROJECT
FOR WHICH THE DOCUMENT WAS ORIGINALLY ISSUED. - - -

Client:Drn by Chkd by

- - -
  Dublin  London  Belfast  Galway  Cork  Birmingham   

Rev No. Date Revision Note

ENVIRONMENT QUALITY HEALTH & SAFETY

ISO 14001:2015 ISO 9001:2015              OHSAS 18001:2007

NSAI Certified NSAI Certified NSAI Certified

BIM Verified
Design & Construction
Capital/Delivery
PAS 1192-2

bsi.
O'CONNOR SUTTON CRONIN

Multidisciplinary
Consulting Engineers

DUBLIN CITY COUNCIL HOUSING DEPARTMENT
EMMET ROAD

DRAINAGE DETAILS
SHEET 1 OF 2

B967 OCSC ZZ GF DR C 0520 S4 P02
JUN'21 SHOWN RB AB AH

P01 02.06.21 SUITABLE FOR INFORMATION RB AB
P02 27.09.22 SUITABLE FOR PLANNING EH MK

PLANNING DRAWING.
NOT FOR CONSTRUCTION.

ALL LEVELS GIVEN ARE
RELATIVE TO ORDNANCE DATUM.

THIS DRAWING HAS BEEN ISSUED FOR INFORMATION
PURPOSES ONLY AND MUST NOT BE USED

FOR CONSTRUCTION UNDER ANY CIRCUMSTANCES

ORDNANCE SURVEY OF IRELAND LICENCE NO. EN0000821 © GOVERNMENT OF IRELAND

PROPOSED DEVELOPMENT AT EMMET ROAD


	Sheets and Views
	B967-OCSC-ZZ-GF-DR-C-0520-S4-P02


